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PROPERlY UNE 

APPROXIMAlE LANDFlLL BOUNDARY 

REFERENCE' 

SAN BERNARDINO COUNlY WASlE SYSlEM 
. DIVISION. CAD MAP AS OF SEPlEMBER '997. 

EXPLANATION' 

PSL-2 LYSIMElER LOCAnON (SOIL-PORE 
MOISlURE 010 NOT ACCUMULAlE IN 
ANY OF lHE LYSIMElERS) 

PSL-3 
iiiil ABANDONED LYSIMETER LOCAnON 

• 
PSL-5 f:XPLORATORY BORING TO 50 FEET

-$ BELOW LANDFlLL
 

PSL-7 GROUNDWAlER MONITORING WELL LOCATION., (DRY I'IHEN DRIllED TO 1DOO FEET 
BElOW GROUND SURFACE) 

PSG-l 
!5l SOIL-PORE GAS MONITORING PROBE LOCATION 

PSG-5 
.4. lANDALL GAS MONITORINO PROBE LOCATION 
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CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
 
LAHONTAN REGION
 

GENERAL PROVISIONS 
FOR MONITORING AND REPORTING 

1. SAMPLING AND ANALYSIS
 

a. All analyses shall be performed in accordance with the current edition(s) of 
the following documents: 

i. Standard Methods for the Examination of Water and Wastewater 

II. Methods for Chemical Analysis of Water and Wastes. EPA 

b. All analyses shall be performed in a laboratory certified to perform such 
analyses by the California State Department of Health Services or a 
laboratory approved by the Regional Board Executive Officer. Specific 
methods of analysis must be identified on each laboratory report. 

c. Any modifications to the above methods to eliminate known interferences 
shall be reported with the sample results. The methods used shall also be 
reported .. If methods other than EPA-approved methods or Standard 
Methods are used, the exact methodology must be submitted for review and 
must be approved by the Regional Board prior to use. 

d. The Discharger shall establish chain-of-custody procedures to insure that 
specific individuals are responsible for sample integrity from commencement 
of sample collection through delivery to an approved laboratory. Sample 
collection, storage, and analysis shall be conducted in accordance with an 
approved Sampling and Analysis Plan (SAP). The most recent version of the 
approved SAP shall be kept at the facility. 

e. The Discharger shall calibrate and perform maintenance procedures on all 
monitoring instruments and equipment to ensure accuracy of measurements, 
or shall insure that both activities will be conducted. The calibration of any 
wastewater flow measuring device shall be recorded and maintained in the 
permanent log book described in 2.b, below. 

f. A grab sample is defined as an individual sample collected in fewer than 15 
minutes. 

g. A composite sample is defined as a combination of no fewer than eight 
individual samples obtained over the specified sampling period at equal 
intervals. The volume of each individual sample shall be proportional to the 
discharge flow rate at the time of sampling. The sampling period shall equal 
the discharge period, or 24 hours, whichever period is shorter. 
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iv.	 In the case of a municipal, state or other public facility, by either a 
principal executive officer, ranking elected official, or other duly 
authorized employee. 

e.	 Monitoring reports are to include the following: 

I.	 Name and telephone number of individual who can answer questions 
about the report. 

ii.	 The Monitoring and Reporting Program Number. 

III.	 WOlD Number. 

f.	 Modifications 

This Monitoring and Reporting Program may be modified at the discretion of 
the Regional Board Executive Officer. 

4.	 NONCOMPLIANCE 

Under Section 13268 of the Water Code, any person failing or refusing to furnish 
technical or monitoring reports, or falsifying any information provided therein, is 
guilty of a misdemeanor and may be liable civilly in an amount of up to one 
thousand dollars ($1,000) for each day of violation under Section 13268 of the 
Water Code. 
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